
FLEX YOUR COVERAGE. 
FIND THE CORRECT CHAIN KNOCKER FOR THE JOB
TO GET WALL-TO-WALL CLEAN

SOFT BLOCKAGES
Grease, Soap, Hair, ....

For all types of Pipe such as
PVC, ABS, Copper, Cast...

Restaurants, Hair Salons,  
Domestic Housing, ... 

K9-204: 
2 Chains for 50 mm 
3 Chains for 75 mm

3 Chains for 100 mm

K9-102: 
1 Chain for 32-40 mm 
2 Chains for 40-50 mm

SMOOTH CHAINS

NOTE: DON’T ALLOW THE CHAIN KNOCKER TO GET BLOCKED INSIDE THE DRAIN, USE YOUR CORDLESS DRILL CLUTCH (between 25% and 75% of clutch range)



FLEX YOUR COVERAGE. 
FIND THE CORRECT CHAIN KNOCKER FOR THE JOB
TO GET WALL-TO-WALL CLEAN

HARD BLOCKAGES
Scale, Uric Scale, Limestone, harder substances

For Pipe-types such as
Cast Iron, Copper, Galvanized

use with care in Soft-Walled pipe  
(such as PVC)

Restaurants, Hotels, Men’s rooms, 
Supermarkets, Malls,  
De-Scaling works, ... 

K9-204: 
2 Chains for 50 mm 
3 Chains for 75 mm

3 Chains for 100 mm

K9-102: 
1 Chain for 32-40 mm 
2 Chains for 40-50 mm

CARBIDE TIPPED CHAINS

NOTE: DON’T ALLOW THE CHAIN KNOCKER TO GET BLOCKED INSIDE THE DRAIN, USE YOUR CORDLESS DRILL CLUTCH (between 25% and 75% of clutch range)



FLEX YOUR COVERAGE. 
FIND THE CORRECT CHAIN KNOCKER FOR THE JOB
TO GET WALL-TO-WALL CLEAN

SEMI-HARD BLOCKAGES
Plant & light Tree Roots

For Pipe-types such as
Cast Iron, Copper, Galvanized

use with care in Soft-Walled pipe  
(such as PVC)

Garden Drains, Pavements, 
Parkings, Supermarkets... 

K9-204: 
2 Chains for 50 mm 
3 Chains for 75 mm

3 Chains for 100 mm

K9-102: 
1 Chain for 32-40 mm 
2 Chains for 40-50 mm

SMOOTH & CARBIDE TIPPED CHAINS

NOTE: DON’T ALLOW THE CHAIN KNOCKER TO GET BLOCKED INSIDE THE DRAIN, USE YOUR CORDLESS DRILL CLUTCH (between 25% and 75% of clutch range)


