
Quickly set-up and align pipe from 2" to 12" (50 to 300 mm) with the new RIDGID® 
Quick-Acting Pipe Welding Clamps.

• Quick release for fast adjustment and alignment on 
varying pipe sizes;

• Integrated carrying handle for easy setup and mobility 
from pipe to pipe;

• Size gauge allows adjustment of clamp near the 
desired pipe size;

• Heavy-duty steel construction built to withstand 
rugged job site applications;

• Spring-loaded winged set screws for precision 3 point 
alignment;

• ACME threaded screw transmits ample clamp force;
• Two sizes: 2"- 6" (50 - 150 mm) and 41/2" - 12"  

(112 - 300 mm).

NEW

QUICK-ACTING PIPE WELDING CLAMP

Release Button & Handle

Adjusting Screws

Size Guide
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RIDGID® reserves the right to change design and specification 
of our products without notification or alteration of literature.
For the complete selection of the Ridge Tool product line, 
please refer to the RIDGID® Tool Catalog or RIDGID.com.

© 2019, RIDGID, Inc. The Emerson logo and RIDGID logo are 
registered trademarks of Emerson Electric Co. or RIDGID, Inc. 
in the U.S. and other countries. All other trademarks belong 
to their respective holders.

DISTRIBUTOR

ORDERING INFORMATION:

Catalog No. Model No. Description
Weight

(kg)

57258 QA-206 2"- 6" (50 - 150 mm) Quick-Acting Pipe Clamp 5.1

57263 QA-412 41/2" - 12" (112 - 300 mm) Quick-Acting Pipe Clamp 7.8

CATALOG NO 57258 57263
MODEL QA-206 QA-412

CAPACITY 2"- 6" (50 - 150 mm) 41/2" - 12" (112 - 300 mm)
SIZE 8.5" × 12.75" × 4.25" (216 × 324 × 108 mm) 13.75" × 18" × 4.25" (349 × 457 × 108 mm)

WEIGHT 5,1 kg 7,8 kg

For more details visit 
RIDGID.com/warranty

FULL LIFETIME 
WARRANTY
Against Material Defects 

& Workmanship

SPECIFICATIONS:

Ridge Tool Europe N.V.
Ondernemerslaan 5428
B-3800 Sint-Truiden
Belgium

Tel.: +32 (0)11 598 620
RIDGID.eu@emerson.com
RIDGID.com


