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Portable Power Drive 600
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Ref. Catalog
No. No. Description

1 20746 Cord w/Plug (115V)
20276 Cord w/Plug (230V - Europe)

2 20286 Sleeve
3 20326 Suppressor
4 20266 ON/OFF Switch
5 20586 Screw (4)
6 20576 Screw (3)
7 20296 Cable Clamp
8 20566 Screw (2)
9 20526 Handle

10 21796 Switch (115V)
20516 Switch (230V)

11 20546 Screw (2)
12 20496 Cap (2)
13 20556 Screw (2)
14 20406 Screw (2)
15 20396 P.V.C. Wire (2)
16 20356 Brush Holder (2)
17 20316 Coil Spring (2)
18 20306 Set of 2 Brushes
19 34382 Name Plate
20 20236 Motor Housing
21 20506 Spacer
22 20386 Lead Wire Plate
23 21716 Field (115V)

20246 Field (230V)
24 20486 Pressure Spring (2)
25 20476 Fan Housing
26 20336 Bearing
27 21736 Armature (115V)

20256 Armature (230V)
28 47477 Bearing
29 20466 Spring Ring
30 20456 Spacer
31 20446 Washer
32 34387 Screw (2)
33 34392 Fan Housing
34 34397 Screw (2)
35 34517 Brass Washer (2)
36 34512 Gasket

NOTE: Order parts by Catalog Number only.
DO NOT order by Reference Number.
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Service Notes

NOTE: Order parts by Catalog Number only.
DO NOT order by Reference Number.

Gear Head Assembly
Proper Oil Fill Procedure: Capacity 2 ozs.

Step 1: Wipe Gear Cavity with oil and assemble Gear Head.
Step 2: Fill Worm Cavity 1/2 full of oil - install Worm.
Step 3: Pour remaining oil in Helical Gear Cavity - install Helical Gear.
Step 4: Install new Gasket and attach motor Assembly 

with Gear Head upright.

†Ref. No. 18
Hex Nut has been inserted behind Needle Bearing (Ref. No. 18) in the Gear Housing Assembly (Ref. No. 4). To replace
Needle Bearing, thread 6 mm or 1/4 - 20 rod into nut and pull Bearing.

†Ref. No. 8
Chamfered edge of Ring Bearing must be installed (down) into Worm Gear.

†Ref. No. 11
Chamfered edge of Retaining Ring.must be installed facing Gear.

Ref. Catalog
No. No. Description

1 34402 Cap (2)
2 34437 O-Ring, 21/2" x 25/8" x 1/16" Buna N
3 34412 Screw (2)
4 34417 Gear Housing
5 34422 O-Ring, 41/2" x 45/8" x 1/16" Buna N
6 38830 Spring Ring
7 34427 Worm Gear
8† 34432 Ring Bearing
9 34407 O-Ring, 4" x 41/8" x 1/16" Buna N

10 34442 Spiral Ring
11† 34447 Retaining Ring
12 34452 Helical Gear
13 34457 Retaining Ring
14 34462 Thrust Bearing
15 34467 Needle Bearing
16 34472 Key
17 34477 Worm
18† 34482 Needle Bearing
19 34487 Hand Grip
20 77710 Hex Nut
21 34497 Support Arm Assembly
22 34502 Arm
23 34507 Screw Assembly

34522 Worm Gear Lubricant (2 oz.)
20826 Carrying Case w/Insert
34527 Insert (only)

19

13

16

20

11†

12 14

15
17

18†

21

1

10

9

8†

7

6 5
4

2
1

3

22

23A



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /SyntheticBoldness 1.00
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /ENU (Use these settings to create PDF documents with higher image resolution for high quality pre-press printing. The PDF documents can be opened with Acrobat and Reader 5.0 and later. These settings require font embedding.)
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308030d730ea30d730ec30b9537052377528306e00200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /FRA <>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


