
Digital Reporting

RIDGID.COM.AU

RIDGID 
INNOVATIVE
DURABLE
RELIABLE

CONNECT WITH US

ridgid australia

RIDGID Tools

_ridgid australia

Monitor with Wi-Fi
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Versatile pivoting frame allows CS6x Versa to stand taller or lower for on-site easy of use

Use as a free standing monitor with all RIDGID camera reels
TM TMIntegrated Wi-Fi streams and records inspections to an iOS  or Android  device with the free HQx Live app, or download to a 

USB drive to deliver to customers right on the jobsite

Daylight viewable display provides a crisp, clear in-pipe image while the water-resistant keypad gives direct control of camera 

and monitor functions

® ® TMThe RIDGID SeeSnake CS6x Versa  is the flexible, efficient solution for plumbing 
inspections. The CS6x Versa works with all SeeSnake camera reels. The frame allows 
the monitor to be tilted to the optimal viewing angle, and a quick-release mount lets 
the monitor be placed in a high or low viewing position to suit jobsite conditions.

https://www.instagram.com/ridgid_australia/
http://www.facebook.com/RIDGID.Tools.Australia
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Weight without Battery........ 4.9 lb (2.2 kg)

Length................................ 13.1” (332 mm)

Width................................ 9.2” (233 mm)

Height................................ 12.2” (309 mm)

Display............................... Color LCD, 5.7” (145 mm)

Video................................. MPEG4 (H.264) 30 FPS

Autolog.............................. MPEG4 (H.264) Space saving frame rate
TMPhotoTalk ........................ MPEG4 (H.264) Single image with audio

Photo................................. JPG

Audio................................. Integrated microphone and speaker

Ingress Protection.............. IP×5

Transfer Method................. USB drive

Power Source................... 18 V Li-ion rechargeable battery

or AC adapter

Operating Temperature....... 14°F – 122°F (-10°C – 50°C)
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64943 CS6x Versa Monitor 4.9 2.2


