
The RIDGID® SeeSnake® Mini Pro™ delivers the most stable in-pipe image with  
digital self-leveling and TruSense™ Technology. Our shortest 25 mm self-leveling 
camera head can navigate hard 90° bends while inspecting up to 200 ft. with  
mid-stiff push cable. When used with a TruSense-enabled monitor, the Mini Pro  
collects valuable in-pipe information through TruSense Technology including:

•	 �Digital Self Leveling: Our most advanced self-leveling camera, with no moving parts for the  
smoothest leveling, always keeps the in-pipe image upright

•	 �High Dynamic Range (HDR): Superior clarity and detail, allowing to quickly and easily identify  
problem areas

•	 �TiltSense™ Inclinometer: Measures the camera’s degree of tilt and displays on the monitor
•	 �Digital Zoom/Pan: Zoom in and pan within the image to focus on points of interest



SPECIFICATIONS

	CATALOG	
DESCRIPTION

	 WEIGHT
	 NO.		  (lb.)	 (kg)

	 76883	 SeeSnake® Mini Pro™ with TruSense™ 200'	 26	 11.8

• Camera
     Diameter............................................................. 25 mm
     Type.................................................................... Digital Self-Leveling
     Head Length...................................................... �0.7" (18 mm)

• �Line Capacity........................................................ �1 1/2" to 8"  
(38 mm to 203 mm)

• Push Cable
     Length................................................................ 200' (61 m)
     Diameter............................................................. 0.36" (9.1 mm)
     Minimum Bend Radius.................................... 3" (76 mm)

• �Cable Flexibility.................................................... Mid Stiff

• �Sonde..................................................................... 512 Hz, FleXmitter®

• �Weight.................................................................... �26 lb. (11.8 kg)

• �Length.................................................................... �20.4" (519 mm)

• �Width...................................................................... 11.3" (288 mm)

• �Height..................................................................... 22" (560 mm)

• Drum Diameter..................................................... �18.2" (462 mm) 
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	CATALOG	
DESCRIPTION

	 NO.	

	 47793	 36 mm Pipe Guide, 25 mm Camera, Pkg 1
	 35338	 45 mm Pipe Guide, 25 mm Camera, Pkg 2
	 46708	 85 mm Pipe Guide, 25 mm Camera, Pkg 2
	 46713	 125 mm Pipe Guide, 25 mm Camera, Pkg 2
	 63868	 Various Pipe Guides, 25 mm Camera
	 17553	 Spanner Wrench, 25 mm

ACCESSORIES


